CONTRACT NO. 95553

—= 20" PAVEMENT 20" PAVEMENT
STRUCTURE | STRUCTURE
-PROPOSED GRADE ~PROPOSED GRADE

SUBCRADE /SUBGRADE

K&

SELECTED GRANULAR
BACKFILL, COMPACTED
IN 8" LAYERS

SELECTED GRANULAR
BACKFILL, COMPACTED
IN 8" LAYERS

PROVIDE : ADEQUATE SUPPORT
FOR EXISTING WATERMAIN TO
PREVENT DAMAGE DUE TO
SETTLEMENT OF SEWER

Y

}{ y TRENCH.
GRANULAR PIPE {3 + /‘GRANULAR PIPE i EXISTING
CRADLE TO CENTER : Sl 4 Y | CRADLE TO CENTER WATERMAIN
¢ OF PIPE, COMPACTED : * OF PIPE, COMPACTED ‘ EXISTING
l< 126" + 0.0, o | 3.0 + DD. N P BACKFILL
| (PAY WIDTH) \ [ (PAY WIDTH) 1 ch | NEW SEWER
1 TRENCH BACKFILL FOR STORM SEWERS 2 TRENCH BACKFILL FOR STORM SEWERS ® /
19\ 5 FT DEEP AND LESS 19 \ GREATER THAN 5 FT DEEP
GENERAL NOTES
1. TRENCH SIDES SHALL BE VERTICAL TO A POINT ONE (1) FOOT ABOVE THE ELEVATION

TOP OF THE PIPE, SLOPED SIDES MAY BE USED ABOVE THIS POINT. NEW SEWER BELOW
2. THIS WORK SHALL BE PAID FOR AS TRENCH BACKFILL IN ACCORDANCE WITH EXISTING WATERMAIN
SECTION 208 OF THE STANDARD SPECIFICATIONS.
WITH 18" MIN. SEPARATION

OMIT SELECT GRANULAR EMBEDMENT AND NOTE:  “/S” THE LENGTH NECESSARY

GRANULAR BACKFILL TO ONE (1) FOOT TO PROVIDE 10 FEET OF SEPARATION AS

OVER TOP OF SEWER AND USE SELECT MEASURED PERPENDICULAR TO EXISTING

EXCAVATED MATERIAL (CLASS IV) AND WATERMAIN,

COMPACT FOR “$” FEET ON EACH

SIDE OF WATERMAIN, oo N EXISTING OMIT SELECT GRANULAR EMBEDMENT AND
\ . GRANULAR BACKFILL TO ONE () FOOT

WATERMAIN OVER TOP OF SEWER AND USE SELECT
CONSTRUCT “L” FEET OF NEW SEWER ) EXCAVATED MATERIAL (CLASS IV) AND
OF WATERMAIN MATERIAL AND PRESSURE — EXISTING BACKFILL COMPACT THE LENGTH OF "L FEET.

TEST, OR; USE "L FEET OF WATERMAIN

WATER MAIN. EXISTING MATERIAL FOR CASING OF NEW SEWER L] LESS THAN 18~ CONSTRUCT “L"" FEET OF NEW
OR PROPOSED AND SEAL ENDS OF CASING. Npr SEWER OF WATER MAIN MATERIAL AND
N\ N e PRESSURE TEST, OR; USE “L” FEET OF
. s < < WATERMAIN MATERIAL FOR CASING OF
! ! 2 B D S| [ NEW SEWER AND SEAL ENDS OF CASING.
N %‘ ' : Fooy NEW SEWER
* | PROVIDE ADEQUATE SUPPORT FOR o : i
B EXISTING WATERMAIN TO PREVENT 2 K :
E;WSEFINIEINE. 10 HORTZONTAL i DAMAGE DUE TO SETTLEMENT OF NN L )::& NEW SEWER BN W
I p \ i . / g
OR PROPOSED 18 MINIMUM - - SEWER TRENCH A
; 1 NOTE: 7S THE LENGTH NECESSARY
; f TO PROVIDE 10 FEET SEPARATION
f ? éinTEIﬁ,%U@EADTFPRE@fﬁDILULAR NS G 1| B IF SELECT GRANULAR BACKFILL EXISTS,
L] L ; - ELEVATION REMOVE WITHIN WIDTH OF NEW
3 ; EXISTING : SEWER TRENCH AND REPLACE WITH
) NEW SEWER BELOW WATERMAIN SELECT EXCAVATED MATERIAL (CLASS IV)
WHEN PROPOSED SEWER (OR WATER) WHEN PROPOSED SEWER (OR WATER) ‘ AND COMPACT
IS LOCATED LESS THAN 10 FEET FROM IS LOCATED 10 FEET OR MORE FROM EXISTING WATERMAIN WITH L EVATION
EXISTING SEWER (OR WATER). EXISTING SEWER (OR WATER), 1 ELEVATION
DETAILS ABOVE SHALL APPLY NO SPECIAL CONSTRUCTION REQUIRED. LESS THAN 18" MIN. SEPARATION NEW SEWER ABOVE
HORIZONTAL SEPARATION PLAN VIEW
A EXISTING WATERMAIN WITH 18’ MIN. SEPARATION
4 WATERMAIN AND SEWER SEPARATION DETAILS
/19 \
A WATERMAIN AND SEWER:SEPARATION DETAILS
: 19
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